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ORANGE, OR FLUORESCENT RED-ORANGE

ULTRA VIOLET STABILIZED
IMPACT RESISTANT PLASTIC

CIRCUMFERENTIAL
ALTERNATE WHITE & ORANGE
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e GENERAL NOTES L
-BALLASTING SHALL BE ACHIEVED BY THE SAND BAG, TIRE-SIDEWALL BALLAST, OR PREFORMED WEIGHTED BASE BALLASTING
METHODS. DO NOT PLACE BALLAST ON TOP OF THE DRUM, NOR AS TO PRESENT A HAZARD WHEN STRUCK.
-IF NECESSARY PLACE THE NAME OF THE AGENCY, CONTRACTOR, OR SUPPLIER ON NON-RETROREFLECTIVE DRUM SURFACES.
SHOW THE LETTERS AND NUMBERS USING A NON-RETROREFLECTIVE COLOR AND NOT OVER 2" IN HEIGHT.
SHEET 1 OF 1 SHEET 1 OF 1
APPROVEDMM&Z& DATE:/~3 05

REPLACEMENT DETAIL FOR

RSD 1130.01

SCALE: NONE

DATE: 0802

DWG. BY:

DESIGN BY:

REVIEWED BY: MMM

REVISIONS




